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DASM - GeolLink Project set-up...

* The Geolink v 6.4 project

— Consists of of .def, .prj, .reg files, keypad files
(.pad), and

— Data folders - Log and Translate folders

— Replicate directory structure if copying projects
to another PC

— Use ‘Template_Project’ and ‘Save As’ to create
projects...



GPS

GeoLink project files..

/

C:\SketchMap\<project>\<project>.prj
C:\SketchMap\<project>\<project>.def
C:\SketchMap\<project>\<project>.reg

Project contains:
Feature definitions (points, polys)
Table definition for the features, virtual keypads

Display settings for background maps
(Projection, attribute display, theme colors, etc)

GPS info (COM port, type of receiver, baud rate, etc
Translation settings (Coordinate system output)

C:\SketchMap\Background_Maps\*.gor
C:\SketchMap\Background_Maps\*.shp

Background Maps




How GeoLink works....logging

GPS Data

LOG Folder*
Shapes (Points, Lines, Polys)
Microsoft Access file (*.mdb)

Attribute information
GPS data (*.dat)

‘Enter’ Ke
y C:\SketchMap\Log\<date>\<time>.mdb

C:\SketchMap\Log\<date>\<time>.dat
C:\SketchMap\Log\<date>\<time>\
<feature>.shp, .shx, slx

* These files are referred to

as proto-shapefiles.

Geolink Logging

PC Hard drive




GeolLink Project set-up...cont
 Multiple projects in same directory?

— All write to same Log and Translate folders
— ...and the use the same keypad files.

e User interface...

— Aerial Sketchmapping Customizations turned on
— Multi-Document Interface (MDI)

* Active document is the one on top..

 Toolbars and Menus available based on active
document

* Process menu — access to documents



Screen Settings

GPS Track

9

Hap Width
width

Seale Bars
4

Close
3 Mies ~|  SodeLevels

Coordinate systems in GeoLink....

Coordinate system of each background map

v

Restore Defaults

e Touch Zoom
width Urits

[5 [Hies E

Screen settings dialog.

Translation Setup &

Input/Output
Select Input GPS Type: Select Target 615 Type I~ 3D Dutput
[CE) v| [arcuiew Shapefie | I waypoints
Fealure Tpes Skeiching
I Points [
M Lnes @ I” Recalculate:
% Polygans [#

r

I Uni

I Ou

Output Names and Path [ D ata Management defauls are not desied)

File Names

Coordinate Systen Speed
Name: NAD B3-Obliaue
MercatorN/A-Meters & Dutput Ground Speed

® y
Projection: Oblique Mercator (BT 90 Szt

Datum: NAD 83 Units [MPH =
Zane: NiA
Uris: Meters

Change | carcel | o |

Coordinate system selected in screen
settings display dialog.

v

> w 54
£ W\ o
= NG LSTIA

Selected coordinate system units will
display while logging. Data
independent.

Translate GIS dialog

Coordinate system selected in translate GIS

dialog.

Data translated will be in the specified
coordinate system and units.



How GeoLink works...translation

Translation Setup @
Input/Dutput
Select Input GPS Type: Select Target GIS Type: [~ 3D Dutput

LOG Folder [NMEA =] [rciew Shapefie | W Wappaint+
Shapes (Points, Lines, Polys) o T | I
Microsoft Access file (*.mdb) [ Popmons I Goovatmitpopoiopa 08 ||| T ek
Attribute information s o

[™ Dutput polygon centroids as paints

GPS data (*.dat)
Output Mames and Path [if Data Management defaults are not desired)

File Names
Coordinate System Speed
Mame: uAD SE—DNb}EuJ - Bround Soead
. ercator-M/é-Meters + Dutput Ground Spees
PC Hard drlve Prajection: Oblique Mercatar £ Dutput 3.0 Speed
Datum: NAD 83 Units ,m
Zone: NAA
Units: Meters
v Change | Cancel | oK.
Translate files.... . .
Translation Settings
TRANSLATE Folder | J |

ESRI Shapefiles

N

PC Hard drive

View, Post-Process in GIS




DASM - Mission Planning...

e Digitize flightlines and/or survey area
boundaries.

e Organize background map data

¢ USGS DRG, Satellite-based, OrthoPhotos,
Shapefiles

+ Use a logical file structure, such as district/forest
boundaries or USGS quad boundaries.

e Develop attributing scheme
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Loaging Setup Collect

View Help

&k Geolink For Windows - [Simulate - [C:\sketchmap\... 1041603 1640131]

» @ M

2200

|4 4l | %0 | D%

o =0 20 ®

—

| TRAINING | KeyPad Window

FixI 0 Lat[ 43677283 | Lon| 722903300 EMv

é//'

J [

f)’r o
.

| Copy | Clear |

Eﬁ%%ék%@

Sue

4038.706 14451

Feet SP‘LI mpH  Hde

3.6

" sy oy

.«»’;::-\{(

2
oA

k4

\.-\\%L*R\:Cﬁf’:ﬁ“{ \:3 "\. \t‘f;

<<Backspace I

1.20
p

|Lat: 43.6885195812 Lon: -122,8893399653

|SOUND |




Digital Aerial SketchMapping...Post-processing

* Post-Processing — What are your goals?
— Produce polygons from points
— Rectify polygons that overlap
— Combine shapefiles from surveys
— Calculate acres and TPA
— Create a map of surveyed areas from flightlines
— Format feature attribute tables
— Qutput point coordinates to GPS for field checks



Digital Aerial SketchMapping...Post-Processing
* Translate data from GeoLink
— Projection considerations

» Data editing (QA/QC)

— Softcopy editing using ArcView GIS

— Changing feature position or boundary
— Deleting erroneous features

— Checking feature attributes
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RMD Aerial Mapping
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TMD Aerial Mapping

0

Legend A

— Flightlines A
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Any Questions?




